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Summary

Tungster: fiber reinforced copper matrix (WiCu) composites
have served as an ideal model system with which to analyre
the propertics of metal matrix . ~mposites. A series of research
programs were conducted to investigate the stress-strain
behavior of W/Cu compositcs; the effect of fiber content on
the strength, modulus, and conductivity of W/Cu compositess
and the effect of alloying elements on the behavior of tungsten
wire and of W/Cu compasites. Later programs investigated
the stress-rupture, creep, and impact behavior of these com-
posites at elevated femperaturcs. Analysis of the results of these
programs has allowed prediction of the effects of fiber
properties, Inatrix propertics, and fiber content on the
properties of W/Cu composites. These analyses formed the
wasis for the rule-of-mixtures prediction of composite
properties which has been universally adopted as the criteria
for measuring composite efficiency. In addition. the analyses
allowed extrapolation of potential propertics of other meial
matrix composites and were used to select candidate fibers and
matrices for devclopment of tungsten fiber reinforced super-
alloy composite materials for high-tempcrature gircraft and
rocket engine turbine applications. This report summarizes the
W/Cu composite efforts conductcd at NASA Lewis Research
Center, describes some of the results ebtained, and provides
an update on morc recent work using W/Cu composites as
high-strength, high-thermal-conductivity composite materiais
for high heat flux, elevated-temperature applications.

Introduction

Fiber-reinforced metal matrix composites offer a wide range
of material properties for potential materials to mect specific
design and application fequirements. They combine the
strength and madulus of a fiber with the ductility and oxidation
resistance of a matrix (fig. 1). Most of the current emphasis
on metal matrix composites is on low-density, high-madulus
fibers, such as graphite, silicon carbide, or boron, to rcinforce
matrices of aluminum, magnesium, titanium, or intermetallics.
Most of the applications being considered for metal matrix
composites are in a relatively low temperature range. Space-
craft applications include antenna and structural applications
where the temperatures range from 366 K (200 °F) in the sun

t0 166 K (~200 °F) in shadow conditions. Airframe applica-
tions range up lo 478 K (400 °F) for supersonic flight
regimes. For applications such as these. the high room-
temperature strength/density and stiffness/density of
composites offer major design advantages.

However, the propulsion system environment in aircrafi or
spacecraft presents a much more severe sct of operating
conditions. Increased engine efficiency and reduced fuel burn
are the prime goals sought by engine designers. These goals
place significant challenges on engine materials since these
goals can only be gained through the use of fower weight
materials, higher creep-strengtiv/density matcrials, higher
temperature operation, and increased rotational speed with its
accompanying increased stress on rotating components (ref. 1).

The main emphasis of metal matrix compcesite sescarch at
NASA Lewis Research Center has traditionally been focused
on materials for aircraft engine applications. The majority of
these applied research programs have been aimed st two main
areas of engine components: crecp-resistant tungsten fiber
reinforced superalloy matrix composites for the high-
temperature turbine section of the engine (ref. 2): and bird-
strike-resistant boron fiber reinforced aluminum matrix
composites for the fan section (ref. 3).

NASA Lewis efforis on metal matrix composites have
traditionally been focused on the improvement of high-
temperature properties. The first step in the development of
camposites for elevated-temperature scrvice was to fabricate
and analyze a meinl matrix composite model system. This
model system was uscd 1o analyze the behavior of the model
composite and to generate a data base to allow prediction of
properiies for other composite systems. The tungsten fiber
reinforced copper matrix (W/Cu) composite system was
chosen as a model to analyze the behavior of metal matrix
composites. These results werc vsed by NASA Lewis Research
Center to publish the first systematic, indepth analysis of the
behavior of metal matrix composites in 1959 (ref. 4) and the
first mass-reader publication on mctal matrix composites in
1960 (ref. 5).

Tungsten fiber reinforced copper matrix composites served
as an ideal model system 1o analyze the behavier of motal
matrix composites because the two components--tungsten wire
and copper matrix—were mutually insoluble in each other,
werc readily available at low cost, and were easily fabricaled
into compasites by liguid infiltration. The availability of mate-
rials allowed fabrication of large numbers of test specimens

ADA 0287



T iBERS ARIX COMPOSITE
T ) <>
% |, = @
) T— ol
© HIGH STREMGTH @ PROCESSABLE ROVMITAGES

o UIGH MODULUS  © BOADS WELL CAN TAILOR PROPERTIES
® -1GH TEMPERATURE T0 FIBERS @ HIGH STRENGTH
CAPABILITY @ ENVIRONERTAL @ HIGH STIFFKESS
RESISTANCE @ DUCTIL §TY

e DUCTILE DISADVANTAGES

& SOMETINES DEGRADED BY
TATERDIFFUSTON

@ (AMHOT ALWAYS MATCH
THERMAL EXPANSICHS

Figure }.— Advantages and disadvaniages of combining z fiber and a matrix
into a composite.

covering a range of fiber contents and fiber diameters.
The mutual insolubility of the components allowed a detailed
anclysis of the stress-strain behavior to determine the contri-
butions of each cornponent to the properties of the composite.

A series of research programs were conducted to investigate
the stress-strain behavior of W/Cu composites; the effect of
fiber content on the strength, modulus, and electrical
conductivity of W/Cu composites; and the effect of alloying
elements on the behavior of tungsien wire and of W/Cu
composites. Later programs investigated the stress-rupture,
creep, and impact behavior of these composites at elevated
temperatures. These results were used to select candidate fibers
and matrices for the development of usable tungsten fiber
reinforced superalloy composite materials for high-temperature
aircraft and rocket engine turbinc applications. This report
summarizes the W/Cu composite efforts conducted at NASA
Lewis Research Center, describes some of the results obtained,
and provides an update on more recent work using W/Cu
composites as high-strength, high-thermal-conductivity com-
posite materials for high heat flux, clevated-temperature
applications.

Materials and Fabrication

The basic W/Cu model composite work used commercially
drawn type 218CS-tungsten filament wire (General Electric
Co.). This wire was selected for study because of its high
tensile strength, its high recrystallization temperature, its
availability in a wide range of diameters, and its relative case
of handling.

Oxygen-free, high-conductivity (OFHC) copper was sclected
as the primary matrix material for these composites. This
¢hoice was based on copper’s melting point (below a temper-
ature where the properties of the tungsten wire are seriously
degraded by recrystallization), its insolubility in tungsten, and
the ahility of molten copper to wet tungsten. In addition,

copper alloys also were used as matrix materials. Selected
slloying additions were added to the pure copper matrix to
determinc their effect on the behavior of the tungsten wire and
on the properties of the composites.

Composites were fabricated by liquid phase infiltration.
Continuous undirectional tungsten fibers were packed in
ceramic tubes to the desired fiber content. A slug of copper
was placed above the fiber bundle, and the assembly was
placcd in a furnace and heated to 1478 K (2200 °F) for 1 hr
in either a vacuum or hydrogen atmosphere. The molten
copper flowed over the tungsten fibers by gravity and
capillarity and fuily infiltrated the fiber bundle to form a sound,
fully dense composite. After infiltration, the composite rods
were removed from the ceramic tubes. Some rods were
centeriess ground into test specimens, while others had
threaded grips brazed onto their ends to make threaded. round
test specimens.

This method of fabrication allowed production of large
numbers of fully dense, porc-free composites, with accurately
aligned unidirectional fiber orientation, 16 be used for apalysis
of the behavior of W/Cu composites. All testing was done in
the longitudinal direction, and all properties were determined
in the direction parallel to the fiber axis.

Stress-Sérain Behavior of Tungsten Fiber
Reinforced Copper Matrix Composites

Analysis of thc stress-strain curve of metal matrix
composites is the key to understanding the behavior and
predicting the mechanical properties of composites. The W/Cu
composite system is an ideal mode! to evaluate the stress-strain
behavior of composites {refs. 6 and 7). Tungsten and copper
are mutally insoluble and have no interfacial reaction. Both
the fiber and the matrix undergo plastic deformation at failure,
and the properties of each component are very reproducible
and consisient.

A sct of stress-strain curves of W/Cu composites is presented
in figure 2. These curves show that there are four stages of
deformation in a ductile-fiber/ductile-matrix composite, such
as W/Cu. These stages are shown schematically in figure 3
for the fiber, matrix, and composite. The stress on the
composite, at any point on the stress-strain curve, can be
represented by a volume-percent-weighted rule-of-mixtures
relation connecting the stress on the fiber and the stress on
the mutrix at the strain at that point on the curve:

o, = opVy+ oV, )

where o is the stress, V is the volume fraction, and the
subscripts ¢, f, and r1 refer to the composite, fiber, and matrix
respectively. The superscript * refers ta the stress on cach
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Figure 2.—Siresz-strain curves for wungsten wire, copper, and tungsten fiber
reinforced copper matrix composites (refs. 6 and 7).

component at the same strain and in the condition in which
it exists within the composite.

In stage I behavior, both the fiber and the matrix undergo
elastic strain. Since each componcent is straining elastically,
the composite also exhibits elastic behavior. The modulus of
elasticity of the composite E, can be predicted by using a2
rule-of-mixtures relation connecting the moduli of the fiber
and the matrix:

E.=EV,+E.Vy @

This linear relation between the moduli of the fiber and the
matrix is shown by a plot of the dynamic modulus of elasticity
data from W/Cu composites over a range of fiber contents
(fig. 4). The line shown on the figure represents the rule-of-
mixtures prediction connscting the modulus of the copper
matrix with that of the tungsten fiber.

In stage 11 behavior, the fibers continue to strain clasticaily,
but the matrix has passed into plastic strain. For W/Cu
composites, the fivers continue to strain elastically to about
0.4 percent strain, while the copper mairix only strains
elastically to about 0.04 percent strain. This strain transition

gives rise to a secondary modulus E” which can be predicted
by

. do,
r=EV+ -—TVM 3
E. =&V, (de > 3)

where (do,,/d,) is the slope of the siress-strain curve of the
plastically deforming matrix. A plot of the secondary modulus
of elasticity of W/Cu composites, neasurs. [rorn stress-strain
curves, is presented in figure 5 over a range of fiber contents.
The line shown on the curve represents a least-squares fit of
the data, and the endpoints fall at the near-zero slope of the
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Figure 3.--Schemutic representation of four stages of stress-strain behavior
of retal matrix composites (afier refs. 6 and 7).
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Figure 4.--Dynamic modulus of elasticity of tungsten, copper, and tungsten
fiber seinforced copper matrix composites (refs. 6 und 7).
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Figure S.—Secondary modulus of elasticity of mngsten fiber reinforced copper
matrix comgposites (refs. 6 and 7).

stress-strain curve of the plastically deforming copper matrix
and at the initial modulus of the still-elastic tungsten fiber.

In stage Il behavior, both the fiber and rmatrix are straining
plastically. Again, the stress on the composite is equal to a
volume-percent-weighted rule-of-mixtures refation with the
stress on the fiber and on the matrix at the same equivalent
strain. The yield strength of the composite can be predicted by

a]‘ = oy/x{f + G;VM (4)

where a,, is the stress on the matrix at the strain at which the
yield strength of the fiber is measured. For most matrices,
stress increages due to work hardening are not significant over
this sirain range, compared with the differences in strength
between the fiber and the matrcix. Therefore the value of the
yicld strength of the matrix o, could be substituted for the
value of o, in equation 4, if actual stress-strain data are not
available. Yield strength data for W/Cu composites are shown
in figure 6. The yield strengtns of the composites were
calculated using a 0.2 pereent offsct, based on the secondary
madulus for convenicnce of measurement. Because the copper
stress-strain curve was flat in the plastic region, the yield

steength, based on offset from the initial modulus should not
be significantly different from that based on the secondary
modulus. The line shown represcnts a least-squarcs fit of the
data obtained. Extrapolation of this cusve to the endpoints
shows good agreement with the saticipated yield strengths of
the copper matrix and the tungsten reinforcing fiber.

Stage I behavior continues until the ultimate strength of
the fiber is reached, which coincides with the strain where
the ultimate tensile strength of the composite is also reached.
The ultimate tensile st.ength of the W/Cu composites can be
predicted using the equation:

0. = oV + onV,, )

where o, is the stress on the mstrix at the strain at which the
fiber reackes its ultimate tensile strength. Ultimate tensile
strengths of W/Cu composites are presented in figure 7 over
& range of fiber contents. The line shown on the figure
represents the rule-of-mixtures prediction from equation (5).
The experimental data for W/Cu composites show excellent
agreement with the predicted vitimate strength line.
During stage IV behavior, the fibers reach their ultimate
tensile strength and start to fail. Initially, the fibers start t
break at random locations. Eventually, fiber breaks align in
a failure plane and the remaining fibers in that cross section
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Figure 6.-~Yicld strength (based on secondary modulus) of tungsten fiber
teinforced copper matrix composites (refs. 6 and 7).
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Figure 7.—Ultimate tensile strength of sungsten fiber reinforced copper matrix
composites (refs. 6 and 7).

fail, and the load drops rapidiy. The composite is then held
together by ligatures of ductile, unreinforced matrix that
continue to strain until they also fail. The stress on the
composite drops as these ligarures break.

The effect of fiber content on failure strain is shown over
a range of nber contents in figure 8. At low fiber content,
matrix ligatures were of sufficient size 10 costinue to strain,
with the composite reaching a strain to failure of 10 percent
or more and the remaining copper forming a localized point
of unreinforced copper before the last ligature failed. At higher
fiber contents, the composite strain to failure dropped ts about
4 10 5 percent. Since the fibers broke at about 2 to 3 percent
strain, the weakest fibers (with the lowest failure straing) broke
first, and the composite continued to strain at neariy full load
until the main fracture plane was established. After the fibers
at the fracture plane had broken, additional strain on the
composite occurred in the unreinforced copper ligatures only,
at very Jow stresses.

The rule-of-mixtures relation was also observed for tensile
test results for W/Cu composites at clevated temperatures. The
ultimate tensile strengihs of W/Cu composites are plotted as a
function of fiber content in figure 9 for a serles of temperatures
up to 1255 K (1800 °F) (ref. 8). Results of tensile tests on
pure copper were als50 reported for temperatures up to 1089 K
(1500 °F) and on type 218CS-tungsien wire up o 922 K
{1200 °F).

Properties of Composites Reinforced
Wiih Discontinuous Fibers

All of the composities discussed previously were reinforced
with continuous unidirectional tungsten fibers. Other compos-
ites were fabricated with uniaxially oriented, discontinuous-
fiber reinforcement and tested in the direction paraliel to the
fibers. Tungsten wire, 6.127 mn (5 mil) in diameter, was
chopped to lengths of 0.975 mm (0.375 in.), and infiltraied
with copper. Results of tensile tests on these composites, with
2 reinforcing-fiber length-to-diameter aspect ratio of 75, are
shown in figure 10 for a range of fiber contents. The ultimate
tensile strengths of the composites showed good agreement
with the rule-of-mixtures prediction line used for composites
reinforced with continuous fibers.

Although the stress-sirain behavior and tensile strength
relations observed for discontinuous-fiber-reinforced
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Figure 8.—Fuilure wrain of tungaten fiber reinforced copper matrix composites
(refs. 6 and 7).
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composites are gimilar to those observed for composites with
continuous reinforcement, the mechanism by which such
composites are strengthened is different. In 8 composite
reinforced with continuous fibers, the load is carried by the
fibers along their full length. When random fiber breaks
appear, part of the load is carried around this break by
interfacial shear transfer through the interface and the matrix.
In a composite reinforced with discontinuows fibers, however,
all the load must be carried from fiber to fiber by interfacial
shear transfer through the matrix.

The stress distribution along the length of & discontinuous
fiber is shown schematically in figure 11 (refs. @ and 10). The
ends ot the fibers, called the ineffective length, can carry a
very high shear stress vut can carry only a low tensile stress.
Thus, short-fength fibers will not contribute their full tensile
strength to a composite. At loriger lergths, the shear stress
and tensile stress will balance and the fiber can support the
full tensile load. The length at which a portion of the fiber
starts to carry a stress equal to its full tensiic strength s cailed
the critical length Ly, and may be calculated by

D
Lo = 0757 ®)

where o, is the tensile airength of the fiber, Dy is the fiber
diameter, and 7 is the sheur strergth of the matrix. At L.,

the average tensile strength of the fiber will be one-half of
its ultimate tensile strength. As the fiber length gets longer,
a greater portion of the fiber will be able to carry its full eensile
stress. For a continuous fiber, the insffective length at the ends
of the fiber becomes insignificant and the average fiber tensile
strength will be equal to its ultimate tensile streagth. For &
discontinuous fiber, the ineffective length at the ends of the
fibers cannot carey a full tensile load, and the average tensile
stress that can be carried by a discontinucus fiber is the ratio
of the effective length (L ~ L,,) to the toial fiber length L as
given by

L:n't
= - 7
Iav = Tr.max ( 2L M

whete oy,, is the average fiber stress, agpp,, is the ultimate
tensile strength of the fiber, L is the fiber length, and L ;,
is the critical length of the fiber. The tensile strength of
a discontinucus-fiber reinforced composite depends on the
tensile strength of the fiber, the length of the reinforcing fiber,
and the shear strength of the matrix or of the fiber/matrix
interface, whichever is lesser. This calculation of the average
fiber strength for discontinuous-fiber reinforcement modifies
the composite strength prediction of equation (5) to

o, = oy (1 - I-‘f;-‘!>vf+ GAVM (8)

Thus, at longer fiber lengths, the ultimate tensile strength of
discontinuous-fiber composites will approach that of
continuous-fiber composites. As the aspect ratio decreases,
the composite strength decreases, but the composite will still
fail in tension. At fiber lengths below L, the composite will
fail by shear pullout of the fiber from the matrix at a much
lower stress than for the continuous-fiber compogites.

The effect of fiber aspect ratio on the tensilc strength of
copper matrix composites reinforced with discontinuous fibers
becomes more important at elevated temperatures because tise
shear strength of the copper matrix is reduced. The effect of
several low fiber aspect ratios was reported in reference 10

O, max

CRITICAL
ASPELCT RATHO

Figure 11 —Tensile stress gradicits on fibers of various lengths {refx 9 and
10).
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for discontinuous-fiber reinforced W/Cu compasites tested at
$23 K (482 °F). The deviations from continvous-fiber
composite behavior increased significantly with ¢screasing
fiber aspect ratio (fig. 12).

Results reported in reference 9 show that W/Cu composites,
reinforced with discontinous fibers of higher aspeci ratics, csn
exhibit high strengths at elevated temperatures. Composites
with a discontinous-fiber aspect ratio of 200 approached the
strength values predicted for continuous-fiber reinforced
composites at 755 ¢ (900 °F), whereas composites reinforced
with fibers with an aspect ratio of 100 kad lowcr strengths.
Similar trends were observed for W/Cu composites tested at
1089 K (1500 °F), except that the deviation from continuous-
fiber behavior was greater (fig. 13). At fiber aspect ratics of
200, the W/Cu composites failed in tension, but at lower

than the continuous-fiber composites. At fiber aspect
rattos of 100, the W/Cu composites appeared to be approaching
the critical aspect ratic. Some composites failed in tension,
while others failed by shear puilout of the fiber from the matrix
at lower siresses.

A detailed study was conducted to determine the critical
aspect ratio for W/Cu composites at various temperatures
(ref. 11). A pullout specimen was used, in which a hole was
drilled into tungsten buttons of various thicknesses. A
0.254-mm-(10-mil-) diametes tungsten fiber was placed in the
hole, and copper was infiltrated between the wire and walls
of the hole. Tensile tests were conducted by pulling on the
bare end of the wire and on the button. The fiber shear ‘ength
was determined by the thickness of the tungsten button. For
longer shear lengths, failure occurred by tensile failurc of the
tungsten wire (fig. 14). At shorter shear fengths, the wirc
remained imiaci and pulied out of the matrix in a shear pullout
failure. The critical aspect ratio was experimentally measured
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Figure 12.—Effect of aspect ratio on ultimaie tensile strength of tungsten fiber
reinforced copper ntsix composites reinforced with discontinuous tungsten
wire tested a1 523 X (482 °F) (vef. 10).
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by determining the aspect ratio where fajlure underwent a
transition from shear pullout to fiber tensile failure. The
experimentally determined critical aspect ratio increased with
increasing temperature (fig. 15). The rise was fairly minor
up to 755 X (900 °F), but increased rapidly above this
temperature.

The fracture behavior of unidirectional discontinuous-fiber
W/Cu composites is also influenced by the oricntation of the
fibers. There are three potential fracture modes in fiber-
reinforced composites: tensile failure of the fiber, shear failure
at the fiber/matrix interface, and tensile failure of the matrix
(fig. 16). A composite will fail at the lowest strength condition
predicted from these three potential failure modes at a given
fiber oricntation (ref, 9). At very low angles from uniaxiality,
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Figure 16.—Effect of fiber alignment on strength of discontinuous tungsten
fiber reinforced copper matrix composites (ref. 9).

a composite will fail at a high stress by tensile failure of
the fiber., With increasing misalignment, the fracture mode
changes to a shear failure at the fiber/matrix interface, with
an accompanying ianrge decrease in strength. At a fiber
misalignment of about 63°, the fracture mode changes to a
tensile failure in the matrix.

These calculations indicate the importance of maintaining
axiality in discontinuous-fiber reinforced composites. As
the termnperature increases, the maiwix shear strength drops
rapidly, thus redecing the allowable misalignment of fibers
for effective composite reinforcement. At a temperature of
1089 K (1500 °F), compasite strength starts to drop &t a
misalignment of about 0.5°. With misalignments of only 3°,
shear pullout failure predominates (fig. 17), and the composite
strength drops by one-half (ref. 9). Thus, for discontinuous-
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Figure 17.—Composite sirength as s function of fiber content and orientstion
for copper matrix composites reinforced with discontinuous wngsten fibers;
fiber aspect ratio, 106 at 1089 K (1500 °F) (ref. 9).

fiber reinforced composites, maintenance of axiality is very
important, much more so than with continuous-fiber
reinforcement.

Effect of Alloying Additions on Properties
of Tungsten Fiber Reinforced Copper
Matrix Composites

The previously described model studies of W/Cu composites
uscd a pure copper matrix which was insoluble in fungsien.
The effect of reactive matrices on composite properties was
studied by using copper binary alloy matrices coniaining
clements with varying solubility in tungsten (refs. 12 and 13).
The composites were tested &t room temperature, and a
microsiructural analysis was made to deiermine the types of
reactions occurring at the fiber/matrix interface. The tcasile
strengths of the tungsten fiber/copper-alioy matrix composites
studied were reduced to some degree when alloying with the
tungsten fibers occurred. Several of the composite systems
studied, however, showed very little reduction in tensile
strength relative to composites made with a pure copper
matrix.

Three types of reactions were observed to occur at the
tungsten fiber/copper-alloy matrix interface: (1) a diffusion-
penciration reaction accomparnied by recrystallization of the
grains at the periphery of the tungsten wire, (2) formation of
a two-phase zone, and (3) a solid solution reaction without
subsequent recrystailization. The first type of reaction was
observed with alloying additions of cobalt, aluminum, and
micke! and caused significant degradation of compotite strength
properties. The second type of reaction was observed with
alloying additions of titanium and zirconium. The third type
of reaction was observed with additions of niobium and
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chromium. These last two types of reactions did not seriously
affect the propertics of the composites studied (refs. 12 and 13).

A correlation between the tensile strength and ductility of
the composite was observed. In general, those materials that
had the best strengths alzo had the best ductilities. The strength
and ductility behavior was also corrclated with depth of penetra-
tion measurements (refs. 12 and 13). The greater the penetration
of the alloying element into the tungsten wires (causing a greater
percentage of the fiber area to be recrystallized), the lower the
tensile strength and ductility of the composite (fig. 18). Property
degradation of the compasite was greater than that predicted
by the simple rule-of-mixtures celation based on the volume
fractions of the reaction zone and the still-intact fiber. This
fact, along with the observed correlations between the ductility
and tensiie strength of the fibers in the composite, suggested
that damage was due to a noich-embrittling effect. It was also
found that the diffusion-triggered penctration-recrystallization
reaction at the fiber/matrix interface could be prevented by
combining the damaging alioying element with one that did
not cause this type of reaciion and that was compaiible with
the fiber.

Stress-Rupture and Creep Properties of
Tungsten Fiber Reinforced Copper
Matzix Composites

The initial analyses of W/Cu composites focused on the
thort-time tensile properties of composites. However, in high-
temperature aircrafl engine applications, the long-term creep
behavior and stress-rupture properties are of greater
importance. A scries of programs were conducied 10 analyze
the strcss-rupture properties and crecp behavior of W/Cu
composites by using an analysis similae to that used for stress-
strain and tensile behavior predictions.

During the initial phases of this program, the siress-rupture
properties of 0.127-mm-(5-mil-) diameter 218CS-tungsten
wire were determined over a temperature range from 922 to
1644 K (120010 2500 °F). The stsess-rupture tests for the wire
were conducted in a specially designed testing apparatus

described in reference 14. Results of these tests (ref. 15) are
shown in figure 19. Tungsten wire retained its fibrous
microstructure and exhibited ductile fractuze behavior at
temperatures up to 1255 K (2000 *F). At a test temperature
of 1533 K {2300 °F), the tungsten wire undergoes a transition
in behavior. At short rupture times, the microstrucrure of the
wire retains its heavily worked condition, while at longer times
and higher temperatures, recrystallization s'arts to removce the
strong, ductile fibrous structure and replace it with more
equiaxed recrystallized grains, causing reduced strength and
ductility in the fiber.

Cornposites were fabricated using type 218CS-tungsten wire
and a pure copper matrix. Stress-rupture and creep tests werc
conducted at temperatores of 922 K and 10892 K (1200 and
1500 °F). A creep curve of typical W/Cu composites at each
test temperature is shown in figure 20. Analysis of the creep
behavior of the composite, combined with the creep behavior
of the copper matrix, allowed calculation of the creep behavior
of the tungaten wire, which could not be measured directly
(ref. 16).

Analysis of tha creep curves of 2 number of W/Cu specimens
indicated that there are seven stages of creep behavior in a
ductile-fiber/ductile-matrix metal matrix composite such as
W/Cu. Schematic creep curves for the composite, fiber, and
matrix are shown in figure 21(b), and the stress distribution
between the fiber and the matrix is shown schematically in
figure 21(a). The first stage consists of initial elastic loading,
analogous to a high-temperature wensile test, where both the
tungsten fibers and copper matrix carry a portion of the load
proportional to their elastic modulus. The load carried by each
component can be predicted by using the stage I analysis of
stress-strain behavior at the stress level used in the creep test,

After a fibes/matrix stress equilibrium is eeached during
initia) loading, the composite starts to elongate with time by
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first-stage creep. As the creep rate decreases, there is a
continuing rebzlancing of stresses between the fiber and the
matrix. If the two components enter into second-stage steady-
state crecp at different times, then the stronger component,
the fiber, forces the weaker matrix to adopt its deformation
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Figure 21.—~Schematic of creep curves and stress-distribution curves showing
seven stages of creep behavior in tungsten fiber reinforced copper matrix
composites (ref. 16).

behavior after a short ¢ period. This change in the
normal behaviorof the co..  .nts gives rise to a quasi-first-
stage croep governed by the creep characteristics of the fiber.

Eventually a balance is reached between work-hardening
and recovery, and a constant crecp rate is attained. With the
attainment of second-stage creep, with its constant creep
rate, there is an additional rebalancing of stresses between
the components. This stress equilibrium is maintained for a
fairly high fractior of test iife.
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Figure 22.—Fiber content as function of cxeep ratc at various stresses for tungsten fiber reinforced copper matriz composites tested at 1089 K (1500 “F) (ref. 16).

After a constant second-stage creep rate is established, the
stress on the composite which causes a given creep rate may
be calculated from a log-siress/log-creep-rate curve. If the
equilibrium of forces is considered, the stress distribution on
the fiber and matrix can be predicted by

o, = a/‘V/ + Om, v, (9)

where o, is the stress on the composite to give a creep rate
of ¢, and' o, and oy, are the stresses on the fiber and on the

matrix to give # creep rate of ¢. Since it is difficult to
experimentally measure creep rates for fibers, this equation
allows fiber creep rates, (at varicus stresses and temyperatuses),
1o be calculated when the creep rate of the composite is meas-
ured and the siress to cause that creep rate is known for the
matrix material.

The creep rates of W/Cu composites were measured
experimentally and a log-fiber-content/log-creep-rate relation
was plotied for a series of composite stresses. An example
of these plots is shown in figure 22. The fibcr contents required
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for # given creep rate were taken from these curves ard were
plotted for each composite stress in figure 23 o give a rule-
of-mixtureg relation of composite stress to fiber content for
a series of creep rates. Extrapolation of these data in the
low fiber content region showed that the stresses for a given
creep rate are in good agreement with the creep rates for
unreinforced copper at these {einperatures.
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Pigure 23.—-Stress for a given creep rite as functiva of fiber comtent for
tungsten fiber reinforced copper medrix compotites (ref. 16).
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After a period of second-stage creep, most matcriais pass
into third-stage creep. Again, the onset of third-stage creep
may occur at different times for the fiber and the matrix.
Materials such as copper show a considerable amount of third-
stage creep prior to failure. From the data for W/iCu compos-
ites in this investigation, it appears that, for the same rupture
time, the tungsten wire remained in second-stage creep for
a much longer time than the copper matsix. Since the fiber
and the matrix are bonded together in the composite, the
sironger, rate-controlling component-~the fiber-~forces the
more easily deformed matrix to remain in second-stage creep.
This process gives rise to a quasi-second-stage creep behavior
in the compoyite. This behavior reduces the stress on the matrix
to a value thst enables it to remain in second-stage creep. The
lowering of the stress on the matrix is compensated by an
increase in the stress on the fiber. Quasi-second-stage creep
would be expected to continue until the rate-controiling fibes
enters third-stage creep, a1 which time a new stress distribution
would be zet up between the fiber and the matrix (fig. 21).

Third-stag: crecp continues until the fibers atart to fail and
the initiation of composite fracture beging. The individual
fibers in 8 composite have a scatter band of rupture times at
2 given stress, The fibers within the composite would be
expected to have a scatter band similar to that of fibers tested
externally. As the first fibers start to fail at random focations,
the remaining fibers in the composiic must support a stress
slightly higher than that originally encountcred when all
the fibers were intact. With successive fiber fracture, the
actual stress on the remaining fibers contifves fo increase.
Bventually, the stress exceeds the strength of the yemaining
fibers, and the composite fractures. The actual time to rupture
would deperd on the namber of fibers prescnt and on the
rupture-time scatter band of the fibers.

Results of stress-rupture tests indicated that the rupture time
of a composite may be predicted by a rule-of-mixtures type
relation similar to that used to predict composite creep rates.
For a given composite stress, the log of the rupture time is
a function of the log of the fiber content (fig. 24). This data
was used to determine the fiber contents required for given
rupture times for a number of composite stresses as shown
in figure 25. This plot shows that a lincar rule-of-mixtures
relation exists between the composite stress and the fiber
content for a given rupture time. The stress to cause rupture
of a composite at a given time can be predicted from the
propertics of the fiber and matrix by

%, = a]'V! + o,,.IV,,, (10)

where the stress on a composite Lo cause ruptuse in time ¢ can
be calculated when the stress-rupture properties of the fiber
and matrix are known, Handbook values or experimental data
can be used directly in equation (10) to predict the properdes
of composites.
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Figure 25.~Strese to cause rupture in 1, 10, 100, and 1000 hr ns function
fov tngsten fiber reinforcad copper matrix composites tested at (089 K of fiber contens for tungsten fiber reinforced copper matrix composites
(1500 *P) (ref. 16).

(ref. 16).
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The incorporation of a small amount of reinforcing fibers
(about 10 vol %) changed this brittle b _havior to a very ductile
failure in which the copper almost formed a point at fracture.
Since there was no intercrystallin stress-rupture cracking in
the matrix, it appears that the matrix of the composite falled
in second-stage creep and did not undergo a large amount of
third-stage creep as normally found in copper. The majority
of strain probably occurred aimost instantaneously afier the
fibers fractured.

Composites with higher fiber contents had a less ductile
fracture. Although the fibers had about the same reduction
in area as when tested externally (about 80 percent), the
composites hed an apparent ductility of about 20 percent
reduction in arca. The fiber/matrix boad had been destroyed
at the fracture plane during necking of the fibers, and the fibers
continued to neck in their normal behavior until they failed.
The copper matrix between the fibers would then start into
third-stage creep for a short time until the fibers broke, at
which tiine the entire load would be imposed on the matrix
and the remaining matrix would fail instantanecusly.

Although the W/Cu composites tested in this study were
chosen primarily as @ mutually insoluble model system, the
results showed that these composites were very strong. In
figure 26, the 100-hr rupture strength and the 100-hr rupture-
strength/density ratio at 1089 K (1500 °F) of two superalloys
commonly used in this temperature range arc compared with
those of W/Cu composites. The plot shows that at intermediate
fiber contents the 100-5r rupture strength of the composites
compares favorably with the superailoys. At higher fiber
contents (> 60 vol %), the properties of the W/Cu composites
were superior to these of the superalloys. In spite of the
high density of the tungsten wire, the 100-hr rupture-
strength/density ratio of the W/Cu composites also compares
favorably with that of the superalloys. These resuits are even
more remarkable when considering that the 100-br rupture
strength of unreinforced copper at 1089 K (1500 °F) i3 2.6
MPa (0.379 ksi), whereas a 50 vel % W/Cu composite has
a 100-hr rupture strength of about 483 MPa (70 ksi).

The stress-rupture end creep results obtained in this W/Cu
model system study served as the basis for methods of
predicting potential metal matrix composite behavior at high
temperatures and demonstrated the feasibility of using tungsten
fiber reinforced composites for this type of application.
Investigations of other fibers, such as W-1ThO, and
W-2ThQ,, W-3Re, W-0.3Hf-0.04C, and W-4Re0.4H{-0.02C
alloys, have demonstrated much beuter high-temperature ten-
sile and creep properties than for unalloyed 218CS-tungsten
wire (ref. 17). These fibers were prime candiciates for the
development of tungsten fiber reinforces! superalloy matrix
composites (ref. 2).

In addition to the stress-rupture and creep tests conducted
on continuous-fibcr W/Cu composites, tests were algo con-
ducted to determine the effect of critical aspect ratio on the
stress-rupture life of discontinuous-fiber composites (ref. 18).
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Button-head pullout specimens with 0.234-1nm-(10-mil-)
diameter mungsten wire infitrated with copper were tested at
922 and 1089 K (1200 and 1500 °F) for nominal shear pullout
stress-rupture times of 1, 10, and 100 hr. These tests used
the same type of pullout specimen mentioned earlier and

in reference 11. A summary of the results is shown
in figure 27. The observed critical aspect ratios were greater
than in short-time tensile tests but were within the same order
of magnitude at the test temperatures used. Pailure times were
controlied by the shear properties of the copper matrix at fiber
embedrnent lengths less than the critical aspect ratio, and by
the teasile properties of the tungsien fiber at lengths greater
than the critical aspect ratic.

These results indicate that the critical aspect ratio at 1089 K
(1500 *F) has only to be lengthened from about 15 for short-
time tensile fests to about 30 for a 1000-hr life in stress-rupture
service. The most significant result reported in reference 18
deals with the joining of metal matrix composites for high-
temperature service. Extrapolation of the results to a higher
strength 0.38-mmi-(15-mil-) diameter W-2ThO, wire in a
rickel alloy matrix indicates that a fiber length of only 1.14
cm (0.45 in.) would be required to achieve the critical length
for 1000-hr stress-rupture life 22 1365 K (2000 °F). At the
critical Jength, the reinforcerrent would only be 50 percent
efficient, but increasing the fiber lengthto 11.5 cm (4.33 in.)
would increase the efficiency to 95 percent. Therefore
composite pancls could be joined with a simple scarf joint with
an oveslap of only $.75 ecm (2.27 in.} for 2 95-pesceri-efficient
joint for 1000-hr stress-rupture life at 1366 K (2000 °F). The
same cfficiency could be obtained for shori-time tensile
applications at 1366 K (2000 °F) with an overlap of 2.28 cm
€0.90 in.).
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Figure 27.~Calculated critical aspect ratios of tungsten-wire/copper pullout
spoctmens in stress rupture (ref. 18).
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Shear stress-rupture pullout tests were also used o
investigate the effect of alloy matrix composition on the critical
aspect ratio (ref. 19). Tungsten fiber pullout specimens were
fabricated using copper alloys containing up to 10 wt % nickel.
Nickel is soluble in tungsten, and nickel additions to copper
matrices caused rocrystallization of the tungsten fiber and
reduction in strength and Guctility of the composites. However,
alloy additions of nickel would also incrzase the shear strength
of the copper matrix, and reaction with the fiber should tend
to increase the strength of the fiber/matrix interface. The
results of these tests indicated that nicke! additions to the
copper matrix reduced the critical aspect ratio both in short-
timc teasile tests and in long-time shear stress-rupture tests
(fig. 28). This reduction in critical aspect ratio was caused
by two factors: the weakening of the tensile and stress-ruptuse
strength of the fiber and the increase in the shear strength of
the matrix and the fiber/matrix interface.

Impact Behavior of Tungsten Fiber
Reinforced Copper Matrix Composites

Matcrials for advanced gas turbine blades and vanes must
have high stress-rupture strength, oxidation resistance, and
impact damage resistance. As part of the W/Cu composite
model system program, pendulum impact tests (using a modi-
fisd Bell Telephone Laboratory type miniature 1zod testing
machine (ref. 20)) were conducted from room temperature to
810 K (1000 *F) on notched and unnotched miniature Izod
specimens. Results of room-temperature impact tests arc
shown in figure 29. Unnotched specimens with less than
39 vol % fiber comtent bent in a ductile manner and were forced
out of the testing machine without breaking. When the fiber
content was higher than 39 vol %, the W/Cu composites broke
on impact, with the impact strength decreasing with increasing
fiber content. In tests at 420 and 810 K (300 and 1000 °F),
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all specimens bent in a ductile manner while absorbing an
impact value in excess of 12.88 J (114 in.-Ib) prizr to being
forced out of the testing machine. Notched rainiature Izod
specimens were also tested and fractured at an impact strength
below that of the unnotched specimens.

Subsequent studies were conducted to determine the effect
of changing fiber or matrix toughness on the impact strength
of W/Cu composites (ref. 21). A set of specimens were
fabricated at an infiltration temperature of 1700 K (2600 °F),
which causced partial recrysialiization of the tungsten fibers.
Partial recrystallization of the wires reduced the tensile strength
and ductility of the composites. This thermal treatment reduced
the impact strength of the composites at room temperature.
However the impact strength approached that of the unrecrys-
tallized-fiber composites at 810 X (1000 *F).

The impact behavior of the W/Cu composite is controlled
by the relative toughness and ductility of the fiber and the
matrix and by the volume fraction of each consponent, Because
of their mutuat insolubility, there is no fiber/matrix reaction,
and the bond between the fiber and the mstzix is primarily
mechanical in nature. The impact strength of the composites
is primarily & measure of energy absorbed during elastic-plastic
deformation of the fibers and the matrix. The ductile-to-brittle
transition temperature (DBTT) of as-drawn tungsien wires
is around room temperature. W/Cu composites fabricated at
1478 K (2200 °F) also had a DBTT around room tempera-
ture, whereas the partially recrystallized fiber W/Cu compos-
ites nad a DBTT somewhat above room temperature. The
unalloyed copper matrix is ductile at all testing temperatures,
whereas the tungsten fibers are ductiie above their DBTT. Both
types of W/Cu composites were above their DBTT st elevated
temperatures and showed ductile impact behavior (ref. 21).

Impact specimens with Cu-7Ni or Cu-10Ni alloy matrices
showed a moze brittle behavior (ref. 21). Unreinforced copper-
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nickel alloys had lower impact strengths than unailoyed copper
at room temperature. Nickel alloy additions to copper also
cause recrystallization in the fiber snd reduce the strength
and ductility of the composite. The amount of property
degradation is a function of the extent of the diffusion-triggered
recrystallization in the fiber (fig. 18). The impact test results
showed simifar results and indicated that the greater the
depth of penetration of the diffusion-triggered penetration-
vecrystailization zone, the lower the impact strength and
ductility of the coppe:-nicke! alloy matrix composites (fig. 30).
At amall reaction depihs, the composites were brittle at room
temperature but were ductile at elevated temperatures. With
larger reaction depths, the Cu-Ni matrix composites exhibitad
brittle behavior throughout their entire testing range up to
811 K (1000 °F) and did not exhibit a transition to ductile
behavior.

Electrical Conductivity of Tungsien Fiber
Reinforced Copper Matrix Composites

Copper and tungsten src two of the best electrical conductors
available. As part of the evaluation and enalysis of the W/Cu
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Figure 31.—Electrical resiativity snd conductivity of tungsten fiber reinforced
copper matrix composites (ref. 22).

composites program, composites covering a wide range of
fiber conients were fabricated and tested to determing the effect
of fiber content on reom-temperature electrical resistivity and
condactivit (ref. 22).

Resuits of clectrical resisitivity and its reciprocal, conduc-
tivity, are plotied in figure 31 as a function of fiber content.
These results showed that the electrical resistivity was a
hyperbolic function of {iber content and that the electrical
conductivity was 2 linear rule-of-mixtures function of fiber
content. The electrical conductivity of the composites can be
expressed as

K. = KV + KV, an

where K is the electrical conductivity and V is the volume
fraction of the fiber or matrix.

Becauge of the high strength and relatively high electrical
conductivity of W/Cu composites, they have potential as
practical, high-strength clectrical conductors. By combining
a8 W/Cu compositc electrical conductor as a structural member,
significant potential weight savings could be gained in space-
craft applications. Since high-strength electrical conductors
require materials that are a compromise between strength and
conductivity, ratios of ultimate tensile strength to resistivity
were compared for various materiais. The valucs for W/Cu
composites arc ploticd over a range of fiber contents in
figure 32 and are compared to current conductors and high-
strength electrical cables. The strength-to-resistivity ratio for
W/Cu composites increased rapidly above a fiber content of
about 10 vol %, reached & maximum at about 70 vol %, and
then fell off to that of the tungsten wire. The ratio of strength
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Rigure 32.~Compsrison of ultimate tensile strength/resistivity ratios for
tungsten fiber seinforced copper matrix composites with those for other
electrical conductors (ref. 22).

to resistivity for W/Cu composites in the 50t 75 vol % fiber
range was about three to seven times that of the other
conductors.

For applications where density is alsc imporiant, the
materials were also compared on the hasis of ultimate tensile
strength/density-to-resistivity ratio in figure 33. The ratio
increased with increasing fiber content to reach 2 maximum
ai about $0 vol % and then dropped to the value of tungsten
wire. The plot shows that W/Cu composites, with a fiber
content of 30 to 60 vol %, are about 10 to 15 percent better
than the best high-strength electrical cable available, about
30 percent better than aluminum, and more than twice as good
as copper.

These plots show that W/Cu composites have good potential
as high-strength, high-electrical-conductivity materials. A fiber
content of 55 10 60 vol % would probably be the best
compromise between electrical conductivity, strength, and
strength/density. A further potential advantage is that with their
very high tensile and creep strengths shown at elevated
temperatures, W/Cu composites could also be used at much
higher temperatures than current electrical conductors. This
would aliow the coniposites 10 carry increased cusrent amper-
ages without atructural damage since conductor overheating
would be a far less severe problem than with stardard
conductors.
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Figure 33.—Comparison of ultimate tensile strength/denshy-to-resistivity
ratios for tungsten fiber reinforced copper composites with those for other
elecirice) conductors (ref. 22).

Thermal Conductivity of Tungsten Fiber
Reinforced Copper Matrix Composites

Because of the good high-temperature strength and electrical
conductivity shown by W/Cu composites, they also could have
a good potential as high-strength, elevated-temperature thermal
conductivity materials, gince thermal conductivity is usually
proportional to electrical conductivity. Efforts are currently
underway to apply W/Cu compesites to rocket thrus! chamber
liners to take advantage of the high-temperature strength and
thermal conductivity properties of W/Cu composites.

Advanced rocket engines, such as the space shuttle main
engine, must be capable of repeated use. As a consequence,
the combustion chamber walls must undergo numcrous thermal
cycles with significant thermal strain. Currently these high-
pressure thrust chambers are life-limited because of plastic
strain levels encountered in the hot-gas-side wall dusing cach
thernsal cycle. This high strain level is caused by the large
hat-gas-side wall to outer-surface wall temperature difference
that exists during the burn portion of the cycle. The large
plastic strains from these repeated thermual cycles appear to
cause thinning of the cooling passage wall at the centerline
until the wall thins to a point where it can no Jonger sustain
the high pressure load and finally fails in fatigue as shown
in figure 34. The failed section of the chamber wall is indicated
by the arrow in the photograph.

Based on the good high-temperawre properties of W/Cu
composiies, a preliminary fabrication demonstration and
testing program was conducted to determine the feasibility of
using W/Cu composites as rocket thrust chamber combustion
liner materials. Materials for the composites, wiich were
chosen on the basis of strength and thermal conductivity,
were a 0.2-mun-(8-mil-) diameier W-3Re (type 3D, General
Electric Co.) fiber and 8 Cu-0.15Zr (Amzirc) matrix (which
has about the same thermal conductivity as GFHC copper).-
Fiber content was selecied from design projections of the
strength and thermal conductivity of W/Cu composites for a
minimwn-weight configuration (figs. 35 and 36). The goal was
1o get a strength improvement over the current lincy material,
NARloy-Z (Cu-3Ag-0.52r) (Rocketdyne Div., Roskwell
International Corp.), with a minimal loss in thermal
conductivity.

The strength and thermal cycle behavior of W/Cu compos-
ites were determined by fabricating and testing WiCu
composite tubes. A 10 vol % fiber content wes chosen to mest
the strength, conductivity, and weight requirements. The

COPPER-ALLOY
THRUST CHAMBER
WITH FAILED
COOLING PASSAGE

Figure 34.—Rocket thrust chamber with enlargement of fatigue failure
in cooling pessage wall (ref. 23).
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composite tubes were 8.5 times stronger than similar unrein-
forced copper tubes in internal pressurization tests at 1228 K
(1700 °F). In addition, the W/Cu composite tubes were thermal
cycled from 339 to 866 K (150 to 1100 *F) and exhibited no
thermal distortion after 2000 cycles. Several cylindrical
combustion liner test specimens were febricated for future
evaluation in rocket engine test firings (fig. 37). The final phase
of the program made a subscale combustion liner fabrication
demonstration structure in which a one-third size, he ur-glass-
shaped composite cornbustion liner was successfully fabricated
{fig. 38).
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Figure 35.—Effect of fiber content on projected tensile sirength of tungsten
fiber scinforus vopper-atloy metsix compoxites at 866 K (1100 °F) (ref. 23).
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Figure 36.—Effect of fiber content on projected thesmal conductivity of tung-
sten fiber reinforced copper-alloy matrix cormposites at 855 K (1100 °F)
(ref. 23).
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Figure 37.—Tungsten fidber reinfosced copper mairix cylindrical combustion
liner test xpecimen (ref. 23).
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Figure 38.—Subscale tungsten fiber seinforced copper matrix combustion lincr
demonstrating fabrication feasibility (rcf. 23).

Concluding Remarks

NASA Lewis Research Center conducted a series of research
programs to evaluate the properties of tungsten fiber reinforced
copper matrix composites. The W/Cu composite system was
chosen as a model system because of the mutual insolubility
of tungsten and copper which allowed the individual properties
of the fiber and matrix to be related to the properties of the
composities. Most of the composities studied had pure copper
matrices, but some copper alloys also were studied to give
insight into diffusion-reaction kinetics. In the course of these
studies, stress-strain behavior, tensile and creep behavior, and
impact and conductivity bchavior were analyzed.
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The choice of the W/Cu composite systent and the use of
tiquid infilteation febrication allowed composites to be made
over a wide runge of fiber contents. Therefore, a number of
specimens could be made and tested so that propertics could
be analyzed in depth. Because the tungsten fibers and the
coprer matrix were mutually insoluble, the properties of each
component could be evaluated independently. Because the
tungsten fibers and the copper matrix form a strong bond at
the fiber/matrix interface, the components of the composite
always strain equally, with the actual strain being a alress-
strain-related balance between the properties of the two
componesits. The rule-of-mixiures predictions were developed
by analyzing these stress-strain relations.

At the time of the initial W/Cu studies, metal matrix
composites technology was in its infancy. The high-strength

W/Cu compasites tested in these studies generated a great deal
of interest and the rule-of-mixtures analyses first developed
in these studies gave the initial impetus for the development
of metal matrix composites. Since then, the rule-of-m:. tures
relations developed in these siudies have been universally
adopted as the criteria for measuring composite cfficiency.
Although most of this work was aimed at analyzing W/Cu
composites as a model systemn, the practical uses of their
properties were recognized. Thus, these composites are being
considered for specialized aerospace high-temperature, high-
strength, high-conductivity applications.

Lewis Research Center
National Aeronauntics and Space Administration
Cleveland, Ohio, April 6, 1989
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